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NOTES FOR TEMPORARY TRAFFIC SIGNALS

ALL CONTROL EQUIPMENT INCLUDING EMERGENCY PRE-EMPTION AND
COMMUNICATION DEVICES FOR THE TEMPORARY TRAFFIC SIGNAL(S)
BE FURNISHED BY THE CONTRACTOR.

SHALL

ONLY CONTROLLERS SUPPLIED BY ONE OF
CLOSED 1.00OP EQUIPMENT MANUFACTURERS
AT TEMPORARY SIGNAL LOCATIONS.
TEMPDRARY TRAFFIC SIGNALS SHALL
MICROPROCESSOR BASED WITH RS

THE DISTRICT APPROVED
WILiL BE APPROVED FOR
ALL CONTROLLERS USED FOR
BE FULLY ACTUATED NEMA

32 DATA ENTRY PORTS COMPATIBLE
WITH EXISTING MONITORING SOFTWARE APPROVED BY 1DOY DISTRICT 1,
INSTALLED IN A NEMA TS%1 OR TS2 CABINET. ONLY ONE BRAND OF
CONTROLLER WILL BE ACCEPTED FCR ANY ONE CONTRACT.

USE

ALL TRAFFIC SIGNAL SECTIONS AND
BE 12”. HEADS SHALL BE PLACED AS INDICATED ON THE

TEMPORARY TRAFFIC SICNAL PLAN COR AS DIRECTED BY THE ENGINEER.
THE CONTRACTOR SHALL FURNISH ENDUGH CABLE SLACK TO RELOCATE
HEADS TG ANY POSITION ON THE SPAN WIRE OR AT LOCATIONS
[LLUSTRATED ON THE PLANS FOR CONSTRUCTION STAGING. THE
TEMPORARY TRAFFIC SIGNAL SHALL REMAIN IN OPERATION DURING ALL
SIGNAL HEAD RELOCATIONS. EACH TEMPORARY TRAFFIC STICGNAL HEAD
SHALL HAVE 17S OWN CABLE FROM THE CONTROLLER CABINET TO THE
STGNAL HEAD.

PEDESTRIAN STGNAI

ALL EXISTING STREET NAMEZ
BE REMOVED FROM EXISTING
FASTENED TO THE SIGNAL
THE ENGINEER.

AND INTERSECTION REGULATORY SICGNS
POLES. RELOCATED AND SECURELY
SPAN WIRE OR WOOD POLE AS DIRECTED BY

ANY TEMPORARY
STGNAL SYSTEM
SIMILAR BRAND

STGNAL WITHIN AN EXISTING CLOSED LBOP TRAFFIC
SHALL BE INTERCONNECTED TO T+AT SYSTEM USING
CONTROL EQUIPMENT,

THE TEMPORARY TRAFFIC SIGNAL SHALL HAVE THE SIGNAL HEAD
DISPLAYS, SIGNAL HEAD PLACEMENTS AND CONTROLLER PHASING MATCH
THE EXISTING TRAFFIC SIGNAL. AT THE TIME OF THE TURN ON. IF NO
TRAFFIC STAGING IS IN PLACE OR WILL NDT BE STAGED ON THE DAY
OF THE TURN ON.

THE FOLLOWING ITEMS SHALL BE REMOVED BY THE CONTRACTOR AND
SHALL BE DISPOSED OF BY THEM OUTSIDE THE RIGH-OF-WAY AT THEIR
EXPENSE. THE SALVAGE VALUE OF THE REMOVED EQUIPMENT SHALL BE
REFLECTED IN THE CONTRACOR'S BID PRICE.

EACH CONTROLLER AND CABINET COMPLETE
2 EACH SIGNAL HEAD, 1-FACE 3-SECTION, BRACKET MOUNTED
6 EACH SIGNAL HEAD, 1-FACE 3-SECTION, MAST ARM MOUNTED
2 CH SIGNAL HEAD, 1-FACE 5-SECTION, BRACKET MOUNTED
2 EACH SIGNAL HEAD, 1-FACE 5-SECTION, MAST ARM MOUNTED
8 EACH TRAFFIC SICNAL BACK PLATE
4 EACH TRAFFIC SIGNAL POST
4 EACH < ST ARM ASSEMBLY AND POLE (22 FOOT, 30 FOOT,
36 FOOT, 42 FOCOT)
1 EACH SERVICE INSTALLATION

THE FOLLOWING EXISTING TRAFFIC SIGNAL EQUIPMENT SHALL BE
THE CONTRACTOR, SHALL REMAIN THE PROPERTY OF THE AGENCY
THE CONTRACTOR SHALL SAFELY STORE AND ARRANCE
EQUIPMENT TO BE RETURNED
TRAFFIC SIGNAL

REMOVED BY
LISTED BELOW.
FOR PICK UP OF ALL

TO THE LISTED AGENCY AS PER THE
SPECIFICATIONS.

AGENCY: VILLAGE OF PLAINFIELD

ECONTACT INFORMATION:

MR. RANDY JESSEN
PLAINFIELD PUBLIC WORKS
14400 COIL PLUS DRIVE
PLAINFIELD, ILLINOIS 60544
PHONE: (815) 4353577
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TEMPORARY TRAFFIC SIGNAL PLAN
STAGES: PRE-STAGE 1, STAGE 1, STAGE IA,
STAGE 1B, STAGE 1C, STAGE 2, STAGE 2A

STAGE 2B, STAGE 2C, AND STAGE 2D

o
S

NOTE 1:

TEMPORARY RADIQ INTERCONNECT TO FORT

— ]

BEGGS DR.

(SEE

3294420

THE. CONTRACTOR IS RESPONSIBLZ FOR COORDINATION WITH COMED FOR THE PROPOSED

TEMPORARY INTERCONNECT PLAN)

SERVICE

LOCATION, IF NECCESARY THE TEMPORARY TRAFFIC SIGNAL CONTROLLER CAN BE LOCATED AT
A MORE CONVENIENT LOCATICN WITH THE APPROVAL OF THE ENGINZER, THE COST OF WHICH

SEALL BE INCIDENTAL TO THE PAY ITEM "TEMPORARY TRAFFIC

NOTE 2: ALL THE VIDEC DETECTION ZONES
WORK IS INCIDENTAL TO THE PAY

SHALL BE
ITEM

REDEFINED

NOTE 3: THE ORIGINAL SIGNAL HEAD PLACEMENT FOR ALL APPROACHES

“TEMPORARY TRAFFIC SICNAL

SIGNAL INSTALLATION".

FOR EACH CONSTRUCTICN STAGE. THIS
INSTALLATION",

OF THE INTERSECTION IS

FOR EXISTING PAVEMENT GEOMETRICS (PSD. ADDITIONAL CONSTRUCTION STAGES, WRERE

ORIGINAL SIGNAL HEAD PLACEMENT [S UTILIZED,
CONSTRUCTION STAGE 1 THROUGH CONSTRUCTION STACE 2D.

NOTE 4:
NEXT TO THE SIGNAL
APPROACH OF THE

HEAD,
INTERSECTION.

ARE SHOWN WITH

S1 THROUGH S2D

FOR

THE SECONDARY SIGNAL HEAD PLACEMENT IS FOR CONSTRUCTION STAGES AS MARKED,
FOR APPLICABLE CONSTRUCTION STAGES FOR INDIVIDUAL

——

TEMPORARY TRAFFIC SIGNAL

TOTAI
SHEETS

F.AP. RTE. SECTION COUNTY SHEET
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FED. ROAD DIST. NO. 1 JILLINOIS| FED. AID PROECT:

CONTRACT # 62417
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TEMPCRARY TRAFFIC SIGNAL
WIRE MOUNTED ORIGINAL LOCATION

TEMPORARY TRAFFIC SIGNAL HEAD SPAN
WIRE MOUNTED SECONDARY +LOCATION

TEMPORARY WOOD POLE (CLASS 5 OR
BETTER) 45 FOOT (3.7m) MINIMLIM

TEMPORARY CONTROLLER CABINET

TEMPORARY SPAN WIRE, TETHER WIRE,
AND CABLE

TEMPORARY SERVICE INSTALLATION

TEMPORARY PEDESTRIAN SIGNAL HEAD,
BRACKET MOCUNTED

PECESTRIAN PUSHBUTTON DETECTOR
EMERCGENCY VEHICLE LIGHT DETECTOR
CONF IRMATION BEACON

HEAD SPAN

COMMON  TRENCH
UNIT DUCT
G.S. CONDUIT
HANDHOLE
HEAVY DUTY HANDHOLE
WIRELESS INTERCONNECT

VIDEDO CAMERA ASSEMBLY

IN GROUND

(ANTENNA )

EXISTING EQUIPMENT TO BE REMOVED LEGEND
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EXISTING SIGNAL TO BE REMOVED

EXISTING SERVICE INSTALLATION
TG BE REMOVED

EXISTING SIGNAL PCST AND
FOUNDATION TO BE REMOVED

EXISTING MAST ARM POLE AND
FOUNDATION TO BE REMOVED

EXISTING CONTROLLER AND
FOUNDATION 70 BE REMOVED
EXISTING HANDHOLE TO BE

EXISTING DOUBLE HANDHOLE
TO BE REMOVED

PEDESTRIAN SIGNAL TO BE REMOVED
EXISTING PEDESTRIAN PUSH-BLITTON
TO BE REMOVED

EMERGENCY VEHICLE LIGHT
TO BE REMOVED

REMOVED

DETECTOR
CONFIRMATICN BEACON TO BE REMOVED

EXI
TC

NG HEAVY
£ REMOVED

DUTY HANDHOLE

EXISTING STEEL MAST ARM POLE
FOUNDATION TO BE REMOVED

AND

THE TRAFFIC SIGNAL CONTROL
EQUIPMENT FOR THIS PROJECT
SHALL BE “ECONOLITE” TO MATCH
THE EXISTING ADJACENT SYSTEM,
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GANDHI AND ASSOCIATES, INC.
ENGINEERS AND PLANNERS

ILLINOIS DEPARTMENT OF TRANSPORTATION

TEMPORARY TRAFFIC SIGNAL
INSTALLATION AND REMOVAL PLAN
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